PERFORMANS BEYANI

(305/2011/AB Yapi Malzemeleri Yonetmeligi Ek-3’e uygun)

No: DOP.VIA+PX. 25.9.2018

1-Uriin tipi kimlik kodu
viaSTOPER
2-Yap1 malzemesinin tip, parti veya seri numarasi ya da tanimlanmasim
saglayacak diger unsurlar ( Yonetmeligin 13 tincti maddesinin dérdiincii
fikras1 geregince)
VIA+P4, VIA+P5
Parti numarasi (bknz. iiriin etiketi)

3- Yapi malzemesinin ilgili uyumlastirilmig teknik sartnamesine gore

imalatg1 tarafindan ngériilen kullamm amaci veya amaclari:

e EN 14695 Esnek Levhalar-Su yalitimi igin- Beton koprii tabliyeleri
ve trafige agik diger beton alanlar igin takviyeli bitiim levhalar
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DECLARATION OF PERFORMANCE

( In accordance with the Annex IIl of Regulation 305/2011 (EU) No. 305/2011)
No: DOP.VIA+PX. 25.9.2018

[-Unique identification of the product-type
viaSTOPER

2-Type, batch or serial number or any other element allowing identification
of the construction product as required pursuant to Article 11(4)

VIA+P4, VIA+ P35
Lot number (See product label)

3-Intended use or uses of the construction product, in accordance with the
applicable  harmonised technical specification, as foreseen by the
manufacturer:

e EN 14695 Flexible sheets for waterproofing- Reinforced bitumen
sheets for waterproofing of concrete bridge decks and other
trafficked areas of concrete

Stoper Yapi ve Yalitim Sistemleri A.S.

&



4-Imalétcinin adi, tescilli ticari unvani veya tescilli markasi ile adresi (Bu
Yonetmeligin 13 tincli maddesinin besinci fikrasi geregince)

STOPER YAPI VE YALITIM SiSTEMLERI A.S.
Arslanbey Organize Sanayi Bélgesi Mah. 5. Sokak No: 7
Kartepe/Kocaeli - TURKIYE

5-Meveut ise, yetkili temsilcinin adi ve adresi ( Bu Yénetmeligin 14 iincii
maddesinin ikinci fikrasinda belirtilen gérevleri haiz)

6- Yap1 malzemesinin performansimn degismezliginin degerlendirilmesi ve
dogrulanmasi sistem veya sistemleri: (Bu Yonetmeligin Ek-5’inde
belirtilen.)

Sistem 2+

7- Uyumlagtirlmig bir standart kapsaminda olan bir yapi malzemesine
iliskin performans beyaninda:

Kimlik Numarasi 1922 olan Dedal Attestation and Certification Ltd.
tarafindan  performansin  degismezliginin  degerlendirilmesi  ve
dogrulanmasi sistemlerinden Sistem 2+'ya gére denetim uygulamasi
sonucunda Fabrika Uretim Kontrolii Uygunluk Belgesi diizenlenmistir.

8- Hakkinda dtizenlenmis bir Avrupa Teknik Degerlendirmesi olan bir yapi
malzemesine iliskin performans beyani:
Ilgili Degil
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4-Name, registered trade name or registered trade mark and contact
address of the manufacturer as required pursuant to Article 11(5):

STOPER CONSTRUCTION AND INSULATION SYSTEMS INC.
Arslanbey OSB. Street5. No:7
Kartepe/Kocaeli - TURKEY

5-Where applicable, name and contact address of the authorised
representative whose mandate covers the tasks specified in Article 12(2)

6-System or systems of assessment and verification of constancy of
performance of the construction product as set out in Annex V:

System 2+
7- In case of the declaration of performance concerning a construction
product covered by a harmonised Standard.:
Notified body N" 1922, Dedal Attestation and Certification Ltd. issued
certificate of conformity of the factory production control as a result of

evaluation and verification of the constancy of performance under
system 2+ .

8- In case of the declaration of performance concerning a construction
product for which a European Technical Assessment has been issued:

Not relevant
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9-Beyan edilen performans / Declared Performance

Uyumlastinlmi
Performans/ Performance ._.Mw_a_. : *
Temel Karakteristikler Essential characteristics ﬂ%:ﬁhumﬂ
Birim Tolerans/ Technical
/Unit Tolerance |\f|pA+P4 | VIA+PS | Specification
Thickness Visual defects yoktur /none
Kalinlik Thickness mm +0,2 4 5
Uzunluk Length m min(-0,03) 10 7.5
Geniglik Width cm min(-2) 100
Dogrusalliktan sapma Straightness gecer/pass
Cekme ozellikleri (Boy/En) Tensile strength (MD/CMD) N/50mm min 1000/800
Kopma uzamasi (Boy/En) Elongation (MD/CD) % min 40/40
Su absorpsiyonu Water absoption % < 0,5
Sogukta bliktlgenlik Flexibility at low temperature °C < -10
Akmaya dayanim Flow resistance at elevated temperature °C = 120
Boyutsal kararilik Dimensional stability % < 0,6
Yapay yaslandirma+ sogukta biikiilgenlik Artificial ageing +Flexibility °C 0+10 -10
Yapay yaslandirma+akmaya dayanim Artificial ageing +Heat resistance °C 0+10 120 mZN%_wmm“
Bag Dayanimi Bond Strength N/mm2 2 0,3
Kesme Dayanimi Shear Strength N/mm2 = 0,2
Catlak drtme 6zelliginin tayini Crack bridging ability °C NPD
Isi uygulanarak sartlandirma yoluyla
uyumiuluk Compatibility by heat conditioning % > 100
Asfalt tabakasinin sikistinimasi esnasinda
olusan etkiye direncin tayini Resistance to compaction of an asfalt layer gecer/pass
Mastik asfalt uygulamasinda bitiimlu Behaviour of bitumen sheets during
levhalanin davraniglaninin belinenmesi application of mastic asphalt
Levha hamuru benegi -Surface proportion of compound specks % min 0
Levha kalinhk degisimi -Thickness Change At mm < 0,3
levha bilegeni icergi -Number of inclusions - < 3
Dinamik Su basincina kargi direng Watertightness - - gecer/pass

NPD: Performans Belirlenmemistir/ No Performance Determined
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10-Bu ek’in birinci ve ikinci fikralarinda
tanimlanan yap: malzemesi, bu Ek’in 9 uncu
fikrasinda beyan edilen performansa sahiptir.
Bu performans beyanina iligkin tiim sorumluluk
yalmzca bu Ek’in dordiincii  fikrasinda
tamimlanan imaldtgiya aittir.

10-The performance of the product identified in
points 1 and 2 is in conformity with the
declared — performance in  point  9.This
declaration of performance is issued under the
sole responsibility of the manufacturer
identified in point 4.

[malatg1 adina imzalayan:
Signed for and on behalf of the manufacturer

by:
Gokhan Ime

Export Specialist
KOCAELI 25.9.2018
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